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Buyer name: -

Contact Person: ADEM ALTAN

Order No: -

Article No: BREAP-001

Name and identity of test ftem:  White non-woven bonnet, (Claimed to be; White)

The date of receipt of test item:  02.11.2021

Re-submitted/re-confirmation  04.11.2021

dare:

Date af test: 04.11.2021-15.11.2021

Remarks: -

Sampling: The results given in this report belong to the received sample by vendor.

End-Use: =

Care Label: Mot Specified

Number of pages of the report: 10

The Turkish Accreditation Agency (TURKAK) is signatory to the multilateral agreements of the European
co-operation for the Accreditation (EA) and of the International Laboratory Accreditation (ILAC) for the
Muiual recognition of test reports.
EKOTEKS LABORATUVAR ve GOZETIM HIZMETLERI A.§. accredited by TURKAK under registration
number [AB-0583-T] for ISO 17025:2017 as test laboratory.
The test and/or measurement results, the uncertainties (if applicable) with confidence probability and test
methods are given on the following pages which are part of this report.

.{er%ﬂgﬂ e, Dare Cl usmmer presenm:we Head of Testing Laboratory
30.11.2021 Sevim A. RAZA
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EKOTEKS LABORATUVAR ve GOZETIM

HIZMETLERI A.S.
AB-0583-T
21032752-
RER
11-21
REQUIRED TESTS | EVALUATION | COMMENTS
PHYSICAL PROPERTIES TESTS
Abrasion - Class &
Water Permeability
Tear Strength . Class 2
Seam Strength - Class 2
Puncture Reésistance - Class 1
Flammability P
Determination of The Resistance to Penetration By P

Blood and Body Fluids' A procedure & C procedure

Measurement of Vertical Resistances™

Surface Resistivity (!} P

MICROBIOLOGICAL TESTS

Wet-Bacterial Penetration - Class 1

Gen.f136-2/03

Dryv-Bacterial Penetration - Class 3

P Pass

F: Fail

R: Refer 1o retailer technologist

Tests were classified according to BS EN 14325:2018(%)

BS EN 14126 :2003 Protective clothing —Performance requirements and tests methods for protective clothing against infeetive

L]

agen

A ccording to EN 1149-5 (Protective Clothing-Electrostatic Properties-Part 5-Material Performance and
Design Requirements)

(2o requirement was given by vendar.

REMARK: Oniginal samples are kept for 3 months and all wechmical records are kept for § vears untess oflierwase specified 1f requested, measurement uncertainty
will be reponied. Bul ualess atherwise specified, measurement uncertainty is nol considered while stating comphiance with specification or limit values The reported
uncertainty 15 based on o standard uncenainty multiplied by 1 coverage facter k=3, providing a level of confidence of approximately 95 % The declaration of
confomity was given in accordance with the Simple Acceplance Decision Rule. Tests masked (*) in this report are not included in the acereditation schedule,

Note: The report issued on 15.11.2021 with the report number 21032752 was withdrawn and replaced with the report
21032752 - RER issued on 30.11.2021 as the vendor required to change information on “Article No” part.

This repon shall not be reproduced other than in full except with the permission of the laboratory,
Testing reports withour signarure and seal are not valid
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EKOTEKS LABORATUVAR ve GOZETIM
HIZMETLERI A.S.

AB-0583-T

21032752~
RER

11-21

TEST RESULTS

Test Method : BS EN 14325:2018 ( PROTECTIVE CLOTHING AGAINST CHEMICALS:TEST METHODS
AND PERFORMANCE CLASSIFICATION OF CHEMICAL PROTECTIVE CLOTHING
MATERIALS SEAMS JOINS AND ASSEMBLAGES

ABRASION RESISTANCE AND LEAK TIGHTNESS

Clause 4.4.Abrasion Resistance (EN ISO 12947-2) ANNEX-B
Martindale Test Machine (47.5=2 rpm) with Lissajous Figure.

9 kPa pressure,

Performed in the conditioned room (20=2°C-65%=4),

RESULT CLASS
6
No abrasion @2.000 revs Classified according to the
Table-1

Determination of the highest number of abrasion rubs which does not cause damage to the material
and which shall be used for the performance classification.
The abrasion resistance of sample shall be Classified according to the levels of performance given in Table-1

Table-1 Classification of Abrasion Resistance

Class Number of rubs

=2000

=1000

=400

=100

>40

= |2 L | s [ OR | O

>10

Clause 4.4.2.3 Hydrostatic head end —point determination (EN 20811)
If the average hydrostatic head exceeds 200mm,then the hydrostatic head methed is applicable and the leak tightness
shall be determined.

WATER PERMEABILITY ; EN ISO 20811:2018
Hydrostatic Head Tester, Textest marka Fx 3000 model
Temperature of water10.°C. Pressure increase ratio 10 mbar/dk,
Performed in the conditioned room {20=2°C-63%=4)

RESULT REQUIREMENT
Sample | 1071,0 mmH:0 =200 mmH,0
Sample 2 955,7 mmH:0
Sample 3 984,3 mmH:0
Sample 4 1030,2 mmH:0
Sample 5 1111,8 mmHLO
Average 1030,6 mmHz0
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EKOTEKS LABORATUVAR ve GOZETIM
HIZMETLERI A.S.

TEST RESULT

TRAPEZOIDAL TEAR STRENGTH
Clause: 4.7.Trapezoidal Tear Resistance TS EN 150 9073-4:2002
Instron 5969 Speed: 100=10 mm/min, Gauge length: 5cm

The average results are given for width and length direction of five samples,
2 pre-tension applied
Performed in the conditioned room. (20£2°C - 65% +4)

R LT
Width 36,1 N
Length SILON

Table-4 Classification of Trapezoidal Tear Resistance

AB-0533-T

21032752-
RER

11-21

CLASS
2
Classified according to
the Table-4

Class Tear Strength

=150 N

=100 N

=60 N

=40 N

=20N

el LA LA B Ed ] e

>10N
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EKOTEKS LABORATUVAR ve GOZETIM

HIZMETLERI A.S.
AB-0583-T
21032752-
RER
11-21
TEST RESULT
SEAM STRENGTH-GRAB METHOD
Clause 5.5 Seam Strength 150 13935-2: 2014
Jaw Speed: 5045 mm/min, Gauge Length: 100 mm=1 mm.
Seam Type : 301, 100 % Polyester core-spun sewing-thread was used,
5kM. Load was applied.
The average results are given for width and length direction of five samples.
Performed in the conditioned room{2042°C-65%%4)
Scam Strength (N) Fail CLASS
Bonnet 63,6 FTS 2
Classified according to the
Table-13

Gen.f136-2/03

FTI : Fabric Tear At Jaw

Table 13- Classification of Seam Strength

CLASS Seam strength
>500 N

=300 N

>125 N

*75 N

=50 N

e LS T E -SR] e

=30 N
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EKOTEKS LABORATUVAR ve GOZETIM

HiZMETLERI A.S.
AB-03583-T
21032752~
RER
11-21
TEST RESULTS
PUNCTURE RESISTANCE
Clause 4.10.Puncture Resistance EN 863
RESULT CLASS
1N |
Classified according to
the Table-6
Table-6 Classification of Puncture Resistance
(Tablo-6)
Class Puncture Resistance
5] =250 N
5 =150 N
4 =100 N
3 =50 N
2 =10 N
1 »>5N

Gen.{136-2/03

FLAMMABILITY ;
Clause 4.14. Flammability Resistance EN 13274-4:2001(°)- Method 3

Conditioning 65+5 % RH, 20£2°C/24 hours
Test atmosphere 10-30° (£1°C)

Flame height 40+ 2 mm

Gas type Butane

Flame temperature  800+50°C
Sample size tested 105 x S0mm
Test result PASS

RESULT LEVEL1
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EKOTEKS LABORATUVAR ve GOZETIM

HIZMETLERI A.S.
AB-0383-T
21032752~
RER
11-21
TEST RESULTS
MEASUREMENT OF VERTICAL RESISTANCE; TS EN 1149-2:2000(*)
Ohm meter (METRISO 3000) and ring probe were used.
Criginal sample was tested as the client’s request
Pre-Treatment -
Atmosphere for conditioning and z
testing {23+ 1)°C, (25+ 5)%RH
Conditioning time = 24 hours
Applied voltage 100 Vot
Number of samples tested 5
RESULT
Measurement Vertical Resistance REQUIREMENT
1 9.09 x 10° Ohms -
2 9,09 x 10° Ohms
3 9,09 x 10° Ohms
4 9,09 x 10” Ohms
5 9,09 x 107 Ohms
Average 9,09 x 10° Ohms
SURFACE RESISTIVITY; EN 1149-1:2006
Ohm meter (METRISO 3000) was used.
Original sample was tested as the client’s request
Pre-Treatment N -
Atmosphere for conditioning and (234 1)°C, (25= 5)%RH
lesting
Conditioning time = 24 hours
Applied voliage 100 Volt
MNumber of samples tested b
RESULT
Measurement Surface Resistance Surface Resistivity R ENT
1 9,09 % 10° Ohms 1,79 x 10" Ohms 25x10°0
2 0,09 x 10° Ohms 1,79 % 10" Ohms
3 9,09 x 10° Ohms 1,79 x 10" Ohms
4 9,00 x 10° Ohms 1,79 x 10" Ohms
5 9,09 x 10* Ohms 1,79 x 10" Ohms

Geometrical Mean

9,09 x 10° Ohms

The resistivity is calculated by: p=kx R, and k = 19.8

1,79 x 10" Ohms
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EKOTEKS LABORATUVAR ve GOZETIM
HIZMETLERI A.S.

AB-0583-T

21032752-
RER

11-21

TEST RESULTS

Test Method: BS EN 22610: 2006 (Surgical drapes, garments and fresh air clothes used as medical devices for
patients, hospital staff and equipment - Test method for determination of resistance to wet bacterial permeability) (%)

A test sample is placed on the agar plate on a rotating disc. Bacteria carrier material and coating film are placed on the
test sample and all parts are fixed on the disk. A finger is placed on the test sample to apply a certain force (3N £ 0.02).
The finger moves on the test sample over the entire surface of the agar within 15 minutes. 5 studies are carried out for 15
minutes. 6. The study is repeated by inverling the sample.

Sample amount: 5 pieces 25x25cm2
1 Carrier Material: 30 um thin, 25x25¢m2 Polyurethane Film
Coating Material: 25x25em2 HDPE Film
Microorganism: Staphylococcus aureus ATCC 29213
Bacterial Concentration (kob / ml): 1-4x104 kob / ml
Incubation Conditions: {36 = 1)°C 48 hours
RESULTS
Breakthrough time, ¢ Number of Populating Bacteria Penetration Rate
min {cfu)
15 X4 548 Reum 0,14
30 X2 592 Reumz 0,29
45 Xa 525 Recuma 0,45
60 Xa 687 Reuma 0,63
75 Xz 693 Reums 0.81
Z 699
T 3844
b X5: Number of colonies growing in 5 paraliel petri in the same sample

Z: number of colonies growing in the sixth petr dish
T X+ Xa+ Xa# Xy+ Xs+ Z

Rewwnr = XUT
Fleuws = (X2 + XTWT
Reyws = (X3 + X2 + XINT
Reyns = (4 + X3+ X2 + X1WT
| Reyws= (X5 + X4 + X3 + X2 + XIWT
EVALUATION
Result Class (*)
= 15 min 1
{*) BS EN 14126:2003 Protective Clothing —Performance requirements and tests methods for protective clothing against infective agems
Class Breakthrough time, t
min
8 t>75
5 B0<t=75
4 45 < t= 60
3 0 <t=s45
2 15<t=30
1 = 15 min
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HIZMETLERI A.S.
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TEST RESULTS

Test Method: ISO 22612: 2005 (Clothing for protection against infectious agents - Test method for
resistance to dry microbial penetration)

Samples and containers are sterilized. Agar plates are placed in each container. Samples are placed aseptically in the
apparatus. The covers are closed. After making a pot in the sample with the piston, the pistons are removed and 0.5 g =
0.1 g are added to five samples from the powder contaminated with bacteria and the six to the non-contaminated
powder. Then all openings are closed with a plastic bag. The device is operated to give 20,800 vibrations per minute.
The test time is 30 minutes. After the test is over, all agar plates are incubated at 35 * C for 24 hours.

Sample amount: B pieces 20x20 cm?
Mikroorganism: Bacillus subtilis ATCC 9372
Bacterial concentration (cfu/ml): 1x10°
Incubation conditions: 35°C / 24 hours
RESULTS
Number of Populationg Bacteria (cfu)
1 0
2 0
3 0
4 0
5 0
6 {Control) 0
Total 0
Logarithm -
EVALUATION
Result Class (")
=1 3

* EN 14126: 2003 Protective Clothing - Performance Properties and Test Methods of Protective Clothing
| Against Infectious Agents are evaluated according to Table-4.

Sinif Penetrasyon (log kob)
3 =1
2 1<logkobs2
1 2<logkob <3
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TEST RESULTS
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11-21

DETERMINATION OF THE RESISTANCE TO PENETRATION BY BLOOD AND BODY
FLUIDS-USING SYNTHETIC BLOOD; 150 16603:2004

Textest, FX 3000-1V model + External Blood Cell

Test samples were conditioned at 60 = 10% relative humidity and 21 = 5 ° C for ai least 24 hours before testing.

Test Procedure Applied: A progeie)
' Test Result

PE::;:]'“ ‘I;I‘I:'e]' Test 1 Test 2 Test 3 oriRt
0 5 PASS PASS PASS
14 1 PASS PASS PASS PASS
0 4 PASS PASS PASS

The time of failure (sn) 0,22
Thickness of material tested 56,0

(mm):

DETERMINATION OF THE RESISTANCE TO PENETRATION BY BLOOD AND BODY
FLUIDS-USING SYNTHETIC BLOOD; [50 16603:2004

Textest, FX 3000-1V maodel + External Blood Cell
Test samples were conditioned at 60 £ 10% relative humidity and 21 £ 5 ® C for at least 24 hours before testing.

Test Procedure Applied: C procedure
Test Result
pr:’:"“ .:,i[m' Overall Result
(kPs) (Min.) Test 1 Test 2 Test 3
0 5 PASS PASS PASS
1,75 5 PASS PASS PASS
3,5 5 PASS PASS PASS
PASS
7 5 PASS PASS PASS
14 5 PASS PASS PASS
20 5 PASS PASS PASS
The time of failure (sn) 0,22
Thickness of material tested || 56.0

{mm}:
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